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1.5 BITUMINOUS CONCRETE — CLASS 1

1.5 BITUMINOUS CONCRETE — CLASS 1 BASE COURSE
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S L DESIGN CRITERIA:
Electric elephone
O OO DESIGN CONTROLS:
Water Steam/Cwater Sewer
Q Design Speed: 40 mph
Level of Service: Cc-D
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with respect to the construction of a Principal line assignments will be issued by the Master Plan. street projects shall incorporate  gpecifications, Metropolitan District Standards Crest 44
. X n . Department of Public Works. elements of this plan. d Specificati State of C ticut Sag 64
Arterial Street, as defined by "A Policy on . . and oSpecitications, otate ot Lonnecticu
N . " The City Engineer should be consulted as Department of Transportation Standard
Geometric Design of Highways and Streets, L. to which traffi Iming_ device is to b e e . R
2001 by American Association of State lllumination: to which traffic calming device is to be wnmo_rooﬁ_oam for m.ooum. Bridges mau ) CROSS SECTION ELEMENTS:
Hiah dT rtation Officials”, (AASHTO) Lighting may be one or a combination of; incorporated on a specific roadway. Incidental Construction. Other specifications Curb to Curb Width: 44’ and
ighway and Transportation UITicid’s , o) Cobra—head Luminaire on Steel Pole, relative to specific utilities may be urb to Curb Width: and >
current edition, or as amended within the City Pedestrian Ornamental Light Pole and Streetscape: applicable. Travel Lane Width: "
MH. QIM_‘qMMhm.mwwjmswﬂnwnﬂm.w %mﬁmwm%:wrwcﬁ__&mm Fixture, Ornamental Roadway Light Pole. wﬁ_‘mw.mwoomm ooBﬁoamaﬁw_?Mﬁ Bﬂw Um: Shoulder Width: 0-4
f lllumination design shall conform to IESND considered are: trees, planters, benches, Pavement Cross Slope:  1.5%-2.0%
va_ww,wn_._m_o o&owﬂw mnmwwﬂ_w_wo_.wwwm_m ow_o%ov_,_m%\wm.ww: s standards with a 2.0 footcandle average M«%q..ww_‘mmwowﬂnn__owmﬁﬂ.w Wﬂﬂmhﬂ“ﬂ.ﬁ?%oﬂ%ﬂ@ Sidewalk Width: 10’
of the City of Hartford Municipal Code. light level within the ROW. Fixtures shall be add an asthetic ooBvoam_:w to the roadway. Sidewalk Cross Slope: 2% Max.
The City reserves the right to amend or "Dark Skies” compliant unless otherwise Guidelines for the use of specific com—
modify any part of these guidelines for any approved by the Director of Public Works. ponents can be obtained from the
reason or purpose. Department of Public Works. Design criteria based on “AASHTO—Geometric
U.FAS.: . Design of Highways and Streets”, 4th Edition,
Roadway Geometry shall conform to the Handicapped accessible ramps shall be ﬂw‘:_..mﬁw_u_m ermits that may be required .w%.wd manual should be referenced to obtain
requirements of Chapter 7, Rural and Urban installed at every location where a P but vﬁ limited t o.< £ In_x& d, th te desi lues for th licabl
Arterials of the AASHTO manual. pedestrian street crossing is planned. The are, but not limited to: City of Hartfor e accurate design values for the applicable
ramp shall not exceed a slope of 1:12 Department of Public Works Construction component range.
. . o Permit, Metropolitan District Developer's
Q_.H-Wwawm_o:. shall ﬁcm compliont with current Permit, DEP Stormwater Discharge Permit.
requirements. It is the developer's responsibility to
verify and obtain all required permits.
Revisions By Date . .Zoaﬁomzu. . Mﬁ:.omm By  Date TYPICAL ROADWAY CROSS SECTION OMHW@MMHMHNHH:MMMW HMHMM\HMHMMH.OCH Sheet No.
mwwmw,%_%wwmm aﬁwm drawing [ o City of Hartford - Department of Public Works
vwhwm Mwwmmw enson, without Hartford, Connecticut, 06103
written authorized consent of The Recommended %-O}-l mo>cs>< mmo._'_oz File Name:
City of Hartford is prohibited. rove .
7 ’ MMMS%M _\Ugém:m Scale: As noted __ Job No. 405121 __ Date:  August 2006 PRINCIPAL ARTERIAL




